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The Luk Square family features square, crisp edges, 

which creates a strong look and can be either 

surface mounted or suspended. 

 

Made from aluminium with a choice of either an 

opal polycarbonate or micro-prismatic diffuser and 

utilising T16 G5 lamps. 

 

All models measure 55mm high except for one 

version of the 600mm Sq. model, which measures 

119mm high. The suspended version is available in 

600mm and 900mm only. 

 

 

Dimensions: 

 

 

Trim Options: 

Surface Wattage: 

 

 

 

Suspended 

Wattage: 

Construction: 

IP Rating: 

Driver: 

 

340mm Sq., 600mm Sq. or 900mm Sq.  

600mm, 900mm, 1200mm or 1500mm x 180mm. 

600mm Sq. x 119mm high. 

White, Black or Anodised. 

340Sq: 2x24w, 600Sq: 4x24w or 900Sq: 4x39w. 

600: 2x14/24w, 900: 2x12/39w, 1200: 2x28/54w or 

1500: 2x35/49w.  

600x119: 4x 24w. 

600: 4x 14w or 900: 2x21w. 

Aluminium. 

IP40. 

n/a. 

 

To specify choose one entry from each column below, e.g. “LKSQSF 600x180 WH” (option columns may be omitted if not 

required) 

Name Size (mm) Option 

Emergency 

Option Output Colour Temp Trim 

LKSQSF (Square Surface) 

LKSQSP (Square 

Suspended) 

340SQ 

600SQ 

900SQ 

600x180 

900x180 

1200x180 

1500x180 

600x119 

D 

(Dimmable) 

EM 

EMS (Self Test) 

EMD (DALI) 

  

 

WH (White) 

BK (Black) 

AN (Anodised) 


